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Safety First 

Long Range Threat Detection System 
 

Detect Suicide Bombers and Saves Lives! 

Stand-Off Detection of Threats 
HENRY-1 
Configured for threshold protection, the 
Concealed Threat Detection System can scan 
subjects as they walk towards a Facility security 
checkpoint.  High Probability of Detection for 
shrapnel type weapons at ranges up to 100 
meters including guns, knives and metallic type 
shrapnel threats.  The use of HENRY as a system, 
or as individual sensors requires no “stopping” or 
bottlenecking of traffic throughput to effectively 
detect threats.  All the threat needs to do is move 
within the sense-zone of the HENRY module and 
the result is transmitted.  As HENRY is low power 
consuming, it may be powered by battery, hard 
wire, solar or other means, the operational 
flexibility of the sensors allow an effective means 
to monitor large areas, both indoors and 
outdoors, in either remote or densely populated 
areas. 
 SYSTEM HIGHLIGHTS 

 
 Scans subject as they move 
 No environmental restrictions 
 Cable or wireless capabilities  
 Covert Operations Capabilities 
 AC/DC power.  Power required to System 

location 
 Remote monitoring up to 300 meters 

(Wireless) 
 Available with CCTV & Pan/tilt Unit 
 System can be monitored with one operator 
 High rate of detection 
 Very Simple answer to operator 
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FIXED WALK -THRU DETECTION SYSTEM     
HENRY-1 
HENRY 1 scans a subject on the move thru a detection zone at a safe distance of 80 meters. The system 
can be placed anywhere at the entry point. HENRY 1 automatically detects the subject entering the test 
area and scans the subject for any threats while the subject walks towards the system deployed position. 
The detection zone can be flexible, depending on what direction that the system is pointing. Scan time is 
automatic in milliseconds once the subject comes into range of the system. 
 
Product Specifications: 
 

 

Parameter Typical Performance 

Operating Range HENRY 1 
                                 HENRY 1 -M 

Up to 80 meters           
Up to 157 meters                                                         

Fixed or portable deployment YES 

Remote deployment distance 304 meters Max. 

Wireless capability YES/Optional 

Detection Articles Metallic and Weapons 

Covert Operations 100% check-point application- single 
person indoors -outdoors 

False alarm rate Low 

Power Input DC 6-16V  

Power Consumption (sensor) 
Power Consumption (Wireless) 

25mW 

15mW 

Battery Power ( 36 hrs) Optional 

Unit Size    HENRY 1                                                    
HENRY 1-M                                                                         

15òx 6ò x 3ò inches       35 lbs.  

15òx 6ò x 3ò inches       35 lbs.  
!ÄÁÐÔÅÒ ÐÌÁÔÅ ÎÏÓÅ ʦʪƨ8 ʨƨ8 ʨƨ ʩlbs.                                                       

Environmental Operating temperature -20C to +70C 

Video Optional 

Communications Data UART/SPI logic levels, RS232, RS422, 

Open collector switch 

Enclosure NEMA-4 polycarbonate 

MTBF 100,000 Hrs. 

Connectors 6 pin mil spec Amphenol connector 

 
 

Safety First 
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Operator GUI Interface 

 
 
 

Detection Range with directional shielding 
Note: Test data 1lb. nails in a back pack 

 
Distance to subject False positives Detection Rate 

10 meters 0 100% 
20 meters 2% 98% 
60 meters 4% 96% 
80 meters 4% 96% 

DOD Tested: 
 

 
                             HENRY 1 Long Range         HENRY 1-M Long Range 

 

       Simple Operators GUI Interface  
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Configurations 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
                                   
 
 
 
 
 
 
 
  
 
  Subjects are totally unaware that they have been scanned 

Safe 

Single Sensor 
Directional 
configuration 

Monitoring 

 
 

 
Safety First 

 
 
 
 

HENRY 1 80 meters 

9.144 meters 

HENRY 1-M   157 meters 


